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Serviced only byPHOTOS ACTUAL SIZE

Nylon- and Vinyl-Insulated Terminals, Automotive

A20 / A20BL

LP190 / LP190BL

Superbutt Connector 
22–18 Ga. 

Nylon-Insulated

94727
*94727*

Ring Tongue 
16–14 Ga. 
8–10 Stud 

Vinyl-Insulated

5811
*5811*

Female Quick Slide 
16–14 Ga. 

.250 Tab Width 
Vinyl-Insulated

5822
*5822*

Male Quick Slide 
Fully Insulated 

22–18 Ga., .250 Tab Width 
Nylon-Insulated

86048
*86048*

Superbutt Connector 
16–14 Ga. 

Nylon-Insulated

94728
*94728*

Ring Tongue 
16–14 Ga. 
1/4 Stud 

Vinyl-Insulated

5812
*5812*

Block Spade 
16–14 Ga. 
8–10 Stud 

Vinyl-Insulated

5816
*5816*

Female Quick Slide 
Fully Insulated 

22–18 Ga., .250 Tab Width 
Nylon-Insulated

86060
*86060*

Superbutt Connector 
12–10 Ga. 

Nylon-Insulated

94729
*94729*

Block Spade 
22–18 Ga. 
4–6 Stud 

Vinyl-Insulated

5805
*5805*

Spade 
12–10 Ga. 
8–10 Stud 

Vinyl-Insulated

5834
*5834*

Male Quick Slide 
Fully Insulated 

16–14 Ga., .250 Tab Width 
Nylon-Insulated

82926
*82926*

Ring Tongue 
22–18 Ga. 
5–6 Stud 

Vinyl-Insulated

5801
*5801*

Ring Tongue 
12–10 Ga. 
8–10 Stud 

Vinyl-Insulated

5828
*5828*

Block Spade 
16–14 Ga. 
No. 6 Stud 

Vinyl-Insulated

5815
*5815*

Female Quick Slide 
Fully Insulated 

16–14 Ga., .250 Tab Width 
Nylon-Insulated

82925
*82925*

Ring Tongue 
22–18 Ga. 
8–10 Stud 

Vinyl-Insulated

5802
*5802*

Ring Tongue 
12–10 Ga. 
3/8 Stud 

Vinyl-Insulated

5831
*5831*

Closed-End Connector 
22–14 Ga. 

Nylon-Insulated

97544
*97544*

Male Snap Plug 
16–14 Ga. 

.157 Snap Dia. 
Vinyl-Insulated

5820
*5820*

Ring Tongue 
16–14 Ga. 
5–6 Stud 

Vinyl-Insulated

5810
*5810*

Male Quick Slide 
16–14 Ga. 

.250 Tab Width 
Vinyl-Insulated

5821
*5821*

Closed-End Connector 
16–10 Ga. 

Nylon-Insulated

97546
*97546*

Male Snap Plug 
16–14 Ga. 

.176 Snap Dia. 
Vinyl-Insulated

25463
*25463*


