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Serviced only by

Speed Nuts

PHOTOS ACTUAL SIZE

*P1054*
P1054

Push-On Type
1/8" Flat Nut

*P51266M01*
P51266M01

M4 Push-Tite Retainer

*P21245M01*
P21245M01

Self Threading Nut
3/16" Stud Size

5/8" Washer O.D.

P54671
*P54671*

#8 Spring Type “U” Nut

*P42999*
P42999

M6 Push-Tite Retainer

*P69846*
P69846

Thread Cutting Nut
5mm Stud Size

15mm Washer O.D.

*P23271*
P23271

#8 Spring Type “U” Nut

*P59798*
P59798

M8 Push-Tite Retainer

*P69856*
P69856

Self Threading Nut
6.3mm Stud Size

18mm Washer O.D.

#10 Spring Type “U” Nut

*P31675M01*
P31675M01

*P56390*
P56390

M10 Push-Tite Retainer

*P21752*
P21752

Self Threading Nut
5/16" Stud Size

*P2594*
P2594

1/4"–20 “U” Nut

*P2452*
P2452

GM, Ford and Toyota
Window Handle and
Inside Door Retainer

*P32351*
P32351

1/2" Push-Tite Bolt Retainer

*P21626*
P21626

Self Threading Nut
1/4" Stud Size

11/16" Washer O.D.

#8 Spring Type “U” Nut

*P54677*
P54677

A20 / A20BL

LP875 / LP875BL


