METAL BONDING ADHESIVE
Contains glass beads for borderline control
Superior impact and peel strength
Exceeds requirements for FMVSS Standards 208 and 301
Long work-life* – 45 to 60 minutes at 77˚F (25˚C)

FAST SET PANEL SEALER-ADHESIVE
Fast set, high strength sealer-adhesive for steel body panels
15 minute min. work-life* for small panels and patches
Neutral color covers easily with any color paint

ALUMINUM PANEL SEALER-ADHESIVE
For use on aluminum body panels
45 minute min. work-life*
For use on all types of aluminum panels including passenger cars, trucks, RV’s, trailers and boats

ULTRA-STICK™ ADHESIVES
High-strength adhesives for bonding virtually all automotive materials
Bonds to wet or dry surfaces
Repositionable - up to two minutes (one minute for spray)

EPOXY – GENERAL PURPOSE ADHESIVE – WHITE
Fast-setting, two-part adhesive for repair of practically all automotive components
Six minute cure time
Sandaile with excellent feathering characteristics
Cured adhesive can be cut, drilled and painted

Part No. Description
P10636 10 oz. Dual Cartridge with 2 Turbo Mixers
P6854 4 Cartridges with Applicator Gun
P6855 8 Cartridges with Applicator Gun

Part No. Description
P10637 7 oz. Dual Cartridge with 2 Turbo Mixers
P6856 4 Cartridges with Applicator Gun
P6857 8 Cartridges with Applicator Gun

Part No. Description
P10140 8 oz. Brush-Top Can, 6/Case
P10190 Black, 5 oz. Squeeze Tube
P10192 Clear, 5 oz. Squeeze Tube
P10522 16 oz. Aerosol Can, 12/Case

Part No. Description
K12577 10 oz. Cartridge with 2 Square Turbo Mixers

Part No. Description
P10638 10 oz. Dual Cartridge with 2 Turbo Mixers
P6858 4 Cartridges with Applicator Gun
P6859 8 Cartridges with Applicator Gun

Part No. Description
P20250 Two 8 fl. oz. Squeeze Tubes (Part A, Part B)

*Worklife may vary due to temperature & humidity.
## DOOR SKIN SEALER-ADHESIVE

**High strength door skin adhesive**
- Long 45 minute min. work-life* allows crimping and alignment of door skin
- Paintable 30 minutes after cure

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>P10581</td>
<td>10 fl. oz. Dual Cartridge with 2 Turbo Mixers</td>
</tr>
<tr>
<td>P6185</td>
<td>4 Cartridges with Applicator Gun</td>
</tr>
<tr>
<td>P6190</td>
<td>8 Cartridges with Applicator Gun</td>
</tr>
</tbody>
</table>

*Worklife may vary due to temperature & humidity.

---

## CLEAR-BOND™

Adhesive for metals, plastics and fiberglass
- Fast three to four minute work time
- Sandable and paintable in one hour

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>KT12578</td>
<td>7 oz. Dual Cartridge with 2 Square Turbo Mixers</td>
</tr>
<tr>
<td>P10635</td>
<td>1.7 fl. oz. Job Size with Turbo Mixer</td>
</tr>
</tbody>
</table>

---

## PANEL ADHESIVE – 2:1

Contains glass beads for borderline control
- Superior impact strength
- Exceeds requirements for FMVSS 301
- Bonds and seals in one step

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>KT12638</td>
<td>7 oz. Dual Cartridge with 2 Square Turbo Mixers</td>
</tr>
<tr>
<td>P10561</td>
<td>7 fl. oz. Dual Cartridge with 2 Turbo Mixers</td>
</tr>
<tr>
<td>P10635</td>
<td>1.7 fl. oz. Job Size with Turbo Mixer</td>
</tr>
</tbody>
</table>

---

## METAL PATCH PANEL ADHESIVE

Contains glass beads for borderline control
- Superior impact and peel strength
- Exceeds requirements for FMVSS Standards 208 and 301
- Fast work-life* — 15 minutes at 77°F (25°C)

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>KT12578</td>
<td>7 oz. Dual Cartridge with 2 Square Turbo Mixers</td>
</tr>
</tbody>
</table>

*Worklife may vary due to temperature & humidity.

---

## EPOXY STICKS

Fast-curing, high strength epoxy putty sticks
- Mixes in a minute, cures in five minutes
- Withstands temperatures up to 250°F (121°C)

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>KT12549</td>
<td>Steel Epoxy Stick, 2 oz.</td>
</tr>
<tr>
<td>KT12550</td>
<td>Plastic Epoxy Stick, 2 oz.</td>
</tr>
<tr>
<td>KT12551</td>
<td>Aluminum Epoxy Stick, 2 oz.</td>
</tr>
<tr>
<td>KT12552</td>
<td>Multi-Purpose Epoxy Stick, 2 oz.</td>
</tr>
</tbody>
</table>

---

## CLEAR-BOND™

Adhesive for metals, plastics and fiberglass
- Fast three to four minute work time
- Sandable and paintable in one hour

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>KT12578</td>
<td>7 oz. Dual Cartridge with 2 Square Turbo Mixers</td>
</tr>
<tr>
<td>P10635</td>
<td>1.7 fl. oz. Job Size with Turbo Mixer</td>
</tr>
</tbody>
</table>

---

## QUICK-BOND™

Fast-setting epoxy adhesive for repair/bonding of automotive materials
- One to two minute work time
- Paintable, sandable and rigid

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>P10660</td>
<td>10 fl. oz. Dual Cartridge with 2 Turbo Mixers</td>
</tr>
<tr>
<td>P10595</td>
<td>1.7 fl. oz. Job Size with Turbo Mixer</td>
</tr>
</tbody>
</table>

---

## SUPER BOND™

Fast-curing cyanoacrylate adhesive for bonding a wide variety of materials
- Rapid cure in 5 to 60 seconds
- Tensile strength of 3,600 PSI on steel

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>P10690</td>
<td>10g Squeeze Bottle, 12/Case</td>
</tr>
<tr>
<td>KT13429</td>
<td>.5 oz. Squeeze Bottle</td>
</tr>
<tr>
<td>KT13431</td>
<td>2 oz. Activator, Pump Spray</td>
</tr>
<tr>
<td>KT13430</td>
<td>Auto Trim Kit 1 — .5 oz. Super Bond, 3 Individual Primers</td>
</tr>
</tbody>
</table>
**APPLICATOR GUNS**

**DUAL CARTRIDGE AIR GUN**
Aluminum and steel construction for use with all Kent Dual Cartridge products

**PERFORMANCE CHARACTERISTICS:**
Automatic return. Maximum recommended pressure: 100 PSI. Easy flow adjustment controls on both sides of the grip.

**JOB SIZE DUAL CARTRIDGE GUN**
for use with all job size Kent Dual Cartridge products
Part No. P90378

**DUAL CARTRIDGE APPLICATION ACCESSORIES**
Use a square Turbo Mixer for tight applications
Three Ribbon Tips for use on all Turbo Mixers

**DUAL CARTRIDGE GUN**
Ideal for quick application of all Kent dual-cartridge products supplied in standard 10 oz. and 7 oz. dual cartridges

**PERFORMANCE CHARACTERISTICS:**
Heavy-duty construction
Steel frame • Cast aluminum handles
Smooth friction drive
Applies even pressure to both cartridges

**Part No.** | **Description** | **Qty.**
--- | --- | ---
KT13427 | Square Turbo Mixer With Integrated Nut 18 Orange Elements | 12
KT13428 | Round Turbo Mixer With Integrated Nut 18 Orange Elements | 12
KT12896 | 2:1 Hardware Conversion Kit | 1
KT12897 | 2:1 Hardware Conversion Kit | 1
KT12714 | Ribbon Tip — ½” | 6
KT12715 | Ribbon Tip — 1” | 6
KT12716 | Ribbon Tip — 1.7” | 6
P30350 | Mini Turbo Mixers | 12

**Kent Automotive Also Offers Our Superior Adhesive Products In Tape Form**
Ask your Kent Representative or go on line for more information on:
• Versatape
• Clear Transfer Tape
• High Strength Side Molding Tape - Repositionable
• High Strength Side Molding Tape - Fast Grip

www.kent-automotive.com
1666 E. Touhy Ave. Des Plaines, IL 60018 • USA